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Doing 0ur Best to Provide You the Best

ProSeries
L A W N & G A R D E N S P R A Y E R S

Features:
� 80 gallon tank with a

sloped bottom sump for
total drainage, 5" fillwell,
and 1 1⁄4" outlet.

� Gallon and liter markings
on the tank.

� Agitation standard
on all tanks.

� Special molded in baffling
in bottom of tanks for
better agitation.

� Pocket on top side of tank
for extra chemical or fresh
water jug.

� Rugged
12 gauge
formed steel
skid frame.

� Adjustable drawbar hitch and axles with 18 X 9.50 flotation tires on silver
rims for trailer models.

� Optional lift kit to raise tongue height 3".
� Electronic continuous duty motor, diaphragm pump with Viton® valves

will deliver 5 GPM. Draws 9 amps at 20 PSI.
� 3.5 HP Briggs and Stratton engine with C4101 pump delivering 6 GPM

at 2600 RPM and 50 PSI. 150 PSI max.
� 4 HP Honda with “Silver Cast” pump (XL4101).
� Hypro® 6 roller PTO pump (C6500D) will deliver 8 GPM at 540 RPM

and 50 PSI. 150 PSI max.
� Hand gun with 15’ hose.
� 80” spray boom with 2 nozzles (AN1.5), 12’ spray boom with 4 nozzles

and spring loaded boom break away or 18’ boom with 6 nozzles.
� Rear mount fits category “1” three-point.
� Receiver model requires class 4 receiver hitch.
� 3-section plumbing and 3-section, 21' boom is available for 80 gallon

rear mount model with PTO pump.

Dealer imprint area here.

A necessary
sprayer for
recreational

areas and
pasture fields
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Skid mount
model


